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 MOTOR

POTENCIA

 DISTRIBUCIÓN

 TRANSMISIÓN PRIMARIA

 ARRANQUE

 REFRIGERACIÓN

 DIÁMETRO x CARRERA

 ENCENDIDO

 EMBRAGUE

 CARBURADOR

 CHÁSIS

 PINZA DE FRENO

SUSPENSIÓN DELANTERA

 SUSPENSIÓN TRASERA

 DISCO DELANTERO

 DISCO TRASERO

NEUMÁTICO DELANTERO

 NEUMÁTICO TRASERO

 PESO EN VACÍO

 LONGITUD TOTAL

 ANCHURA TOTAL

 ALTURA AL ASIENTO

 DISTANCIA ENTRE EJES

 CAPACIDAD DEPÓSITO

DUNA MH7 AIR COOLED RX 125R

125 4T E3

12 CV 8600 rpm

SOHC

-

Eléctrico + pedal de arranque

Aire

54 mm. X 54 mm.

Electrónico por CDI

Multidisco bañado en aceite

MIKUNI VM 20

Delta box doble viga en acero

AJP

PAIOLI: eje avanzado 37 mm. (Cross y

Trail) / horquilla invertida 37 mm. (SM)

PAIOLI Mono amortiguador

Tecme 240mm. (Cross) / Tecme 260mm.

(Trail) / Galfer WAVE 280mm. (SM)

Tecme 200mm. (Cross) / Tecme 200mm.

(Trail) / Galfer WAVE 220mm. (SM)

90/90 - 21" (Cross) / 100/90 - 19"

(Trail) / 100/80 - 17" (SM)

120/80 - 18" (Cross) / 120/90 - 19"

(Trail) / 130/70 - 17" (SM)

105 Kg.

2010 mm. (Cross) / 1980 mm. (SM)

845 mm. (Cross y SM)

910 mm. (Cross) / 805 mm. (SM)

1350 mm.

7.8 L

MODELO

Minarelli - Yamaha MC 125 LC

Monocilíndrico, 4 T,  4 Válvulas, Euro 3

 16 CV 9000 rpm

SOHC

Engranaje de diente helicoidal

Eléctrico

Agua

58.6 mm. X 52 mm.

Electrónico por CDI

Multidisco bañado en aceite

CVEK C2T7

Delta box doble viga en acero

AJP Monoblock 4 pistones

(Delantero) /  AJP 1 pistón (Trasero)

PAIOLI Horquilla invertida 41 mm.

OLLÉ Mono amortiguador 130 mm.

Galfer ventilado 300 mm.

Galfer ventilado 220 mm.

CONTINENTAL 100/80 - 17"

CONTINENTAL 130/70 - 17"

120 Kg.

1970 mm.

680 mm.

795 mm.

1330 mm.

12.5 L

125 4T E3

13 CV 8600 rpm

SOHC

-

Eléctrico + pedal de arranque

Aire

54 mm. X 54 mm.

Electrónico por CDI

Multidisco bañado en aceite

MIKUNI VM 20

Delta box doble viga en acero

AJP Monoblock 4 pistones

(Delantero) /  AJP 1 pistón (Trasero)

PAIOLI Horquilla invertida 41 mm.

OLLÉ Mono amortiguador 130 mm.

Tecme ventilado 300 mm.

Tecme ventilado 220 mm.

CONTINENTAL 100/80 - 17"

CONTINENTAL 130/70 - 17"

120 Kg.

1980 mm.

750 mm.

795 mm.

1310 mm.

12.5 L

 CUADRO DE INSTRUMENTOS DIGITAL

MH7 LIQUID COOLED

Minarelli - Yamaha MC 125 LC

Monocilíndrico, 4 T,  4 Válvulas, Euro 3

15 CV 9000 rpm

SOHC

Engranaje de diente helicoidal

Eléctrico

Agua

58.6 mm. X 52 mm.

Electrónico por CDI

Multidisco bañado en aceite

CVEK C2T7

Delta box doble viga en acero

AJP Monoblock 4 pistones

(Delantero) /  AJP 1 pistón (Trasero)

 PAIOLI Horquilla invertida 41 mm.

OLLÉ Mono amortiguador 130 mm.

Tecme ventilado 300 mm.

Tecme ventilado 220 mm.

CONTINENTAL 100/80 - 17"

CONTINENTAL 130/70 - 17"

120 Kg.

1980 mm.

750 mm.

795 mm.

1310 mm.

12.5 L

 ENGINE

POWER

 DISTRIBUTION

 PRIMARY TRANSMISSION

STARTER ENGINE

 COOLING

 BORE x STROKE

 IGNITION

 CLUTCH

 CARBURATOR

 FRAME

 BREAK CALIPER

FRONT SUSPENSION

REAR SUSPENSION

 FRONT BREAK DISC

REAR BREAK DISC

FRONT TYRES DIMENSIONS

REAR TYRES DIMENSIONS

 WEIGHT

 TOTAL LENGHT

 TOTAL WIDTH

 TOTAL HEIGHT TO THE SEAT

 DISTANCE BETWEEN AXES

 FUEL TANK CAPACITY

DUNA MH7 AIR COOLED RX 125R

125 4T E3

12 HP 8600 rpm

SOHC

-

Electric + starter pedal

Air cooling

54 mm. X 54 mm.

Electronic by CDI

Light alloy multiple disc wet clutch

MIKUNI VM 20

Delta box double steel beam

AJP

PAIOLI: advanced axle 37 mm. (Cross &

Trail) / Upsise down fork 37 mm. (SM)

PAIOLI Mono shock absorber

Tecme 240mm. (Cross) / Tecme 260mm.

(Trail) / Galfer WAVE 280mm. (SM)

Tecme 200mm. (Cross) / Tecme 200mm.

(Trail) / Galfer WAVE 220mm. (SM)

90/90 - 21" (Cross) / 100/90 - 19"

(Trail) / 100/80 - 17" (SM)

120/80 - 18" (Cross) / 120/90 - 19"

(Trail) / 130/70 - 17" (SM)

105 Kg.

2010 mm. (Cross) / 1980 mm. (SM)

845 mm. (Cross y SM)

910 mm. (Cross) / 805 mm. (SM)

1350 mm.

7.8 L

MODEL

Minarelli - Yamaha MC 125 LC, Single

cylinder, 4 Strokes, 4 Valves, Euro 3

16 HP 9000 rpm

SOHC

Helical - tooth gear

Electric

Liquid cooling by pump

58.6 mm. X 52 mm.

Electronic by CDI

Light alloy multiple disc wet clutch

CVEK C2T7

Delta box double steel beam

AJP Monoblock 4 pistons (Front) /

AJP 1 piston (Rear)

PAIOLI Upside Down fork 41 mm.

OLLÉ Mono shock absorber 130 mm.

Galfer wave air 300 mm.

Galfer wave air 220 mm.

CONTINENTAL 100/80 - 17"

CONTINENTAL 130/70 - 17"

120 Kg.

1970 mm.

680 mm.

795 mm.

1330 mm.

12.5 L

125 4T E3

13 HP 8600 rpm

SOHC

-

Electric + starter pedal

Air cooling

54 mm. X 54 mm.

Electronic by CDI

Light alloy multiple disc wet clutch

MIKUNI VM 20

Delta box double steel beam

AJP Monoblock 4 pistons (Front) /

AJP 1 piston (Rear)

PAIOLI Upside Down fork 41 mm.

OLLÉ Mono shock absorber130 mm.

Tecme wave air 300 mm.

Tecme wave air  220 mm.

CONTINENTAL 100/80 - 17"

CONTINENTAL 130/70 - 17"

120 Kg.

1980 mm.

750 mm.

795 mm.

1310 mm.

12.5 L

 DIGITAL DASHBOARD

MH7 LIQUID COOLED

Minarelli - Yamaha MC 125 LC, Single

cylinder, 4 Strokes, 4 Valves, Euro 3

15 HP 9000 rpm

SOHC

Helical - tooth gear

Electric

Liquid cooling by pump

58.6 mm. X 52 mm.

Electronic by CDI

Light alloy multiple disc wet clutch

CVEK C2T7

Delta box double steel beam

AJP Monoblock 4 pistons (Front) /

AJP 1 piston (Rear)

PAIOLI Upside Down fork 41 mm.

OLLÉ Mono shock absorber 130 mm.

Tecme wave air 300 mm.

Tecme wave air 220 mm.

CONTINENTAL 100/80 - 17"

CONTINENTAL 130/70 - 17"

120 Kg.

1980 mm.

750 mm.

795 mm.

1310 mm.

12.5 L


